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1.0 GENERAL INSTRUCTIONS 
 
These instructions MUST be read in conjunction 
with the Wessex ModuMax 200 Series 
Installer’s Guide (HHL Part No. 500001124). 
 
SAFETY NOTE: All safety instructions referred 
to in the Installer’s Guide must be adhered to, 
and a competent person must carry out all 
works referred to in this instruction. 
 
These water manifold kits are specifically for 
use with Wessex Series boilers. 
 
All manifold components are pressure tested 
prior to despatch. 
 
 
 

NOTE: This water manifold kit is intended 
for use as reverse-return.  However, should 
the manifold flow and return connections 
terminate on the same side, ensure that 
system design water flow rates are achieved 
through each boiler module. 
 
1.1 Delivery 
 
Remove all packing material and, referring to 
Table Nos. 1a & 1b, inspect the equipment to 
ensure that all parts are present and 
undamaged.  
 
If in any doubt, DO NOT USE THE 
EQUIPMENT. Instead, contact HHL Technical 
Department. 

Table No. 1a—WESSEX MODUMAX 2 HIGH - WATER MANIFOLD KIT - 562702047 

HHL Part No. Description Qty 

562702036 Fully Assembled 2 High Manifold Assy 1 

563605290 Fasteners Pack; Comprising of; 1 

740774291 M20 Spring Washers 16 

748231559 M20 x 70 Hex Hd Bolts 16 

748440325 M20 Hex Hd Full Nuts 16 

531201127 Flange Gaskets 2 

Table No. 1b—WESSEX MODUMAX 3 HIGH - WATER MANIFOLD KIT - 562702048 

HHL Part No. Description Qty 

562702037 Fully Assembled 3 High Manifold Assy 1 

563605290 Fasteners Pack; Comprising of; 1 

740774291 M20 Spring Washers 16 

748231559 M20 x 70 Hex Hd Bolts 16 

748440325 M20 Hex Hd Full Nuts 16 

531201127 Flange Gaskets 2 



HAMWORTHY HEATING LTD                                           Page                                                                                  500005119/D 
 

WESSEX MODUMAX 200 SERIES - WATER MANIFOLD KIT 

Figure No. 2 - WESSEX MODUMAX WATER MANIFOLD 2 HIGH - ASSEMBLED 

2 

Figure No. 1 - WESSEX MODUMAX WATER MANIFOLD 3 HIGH - ASSEMBLED 
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2.0 ASSEMBLY INSTRUCTIONS 

Figure No. 4 

2.1.1 Manoeuvre Manifold Assembly to its approximate correct final position in plant room directly 
behind boiler. See figures 1 or 2 on opposite page.  
 
Note: The base of the manifold has been purposely designed so that a standard pallet truck can be 
used for manoeuvring purposes. Furthermore, the base of the water manifold does not butt up to the 
back of the boiler but should be spaced approximately 40-50mm from it. See Figure 3. 

2.1.3 Secure flexible hoses to the 2½” water connections in back of boiler. 
 
2.1.4 Fit one half of 1¼” self aligning unions supplied to the gas connections in back of boiler. 
 
2.1.5 Fit other half of 1¼” self aligning unions to gas pipe supplied with water manifold assembly. 
 
2.1.6 Gas pipe can be orientated so that gas supply can be at top or bottom so choose at which end 
the gas supply will be fitted then orientate the gas pipe to suit, then secure unions.  
 
2.1.7 If plant room floor is uneven, adjust swivel feet until a satisfactorily level assembly has been 
achieved. 

2.1.2 Once assembly has been satisfactorily positioned turn the adjusting screws on the swivel feet 
(M12 fixings) until the base assembly is raised approximately 5mm from the plant room floor as 
indicated in Figure 4.  

Figure No. 3 

40-50mm

BOILER

WATER
MANIFOLD
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Figure 5 - WESSEX MODUMAX 200 SERIES 2 HIGH WATER MANIFOLD ASSEMBLY 
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Figure 6 - WESSEX MODUMAX 200 SERIES 3 HIGH WATER MANIFOLD ASSEMBLY 
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INSTALLER SITE ADDRESS 
 
 
 
 
 
 
 
 
 
 

 

Figure 7 - Suggested Condensate and Safety Relief Valve Plumbing 

Safety Relief Valve 

Copper Pipework 

Plastic Condensate 
Discharge pipework to 
connect to rear of 
boiler 

Note: Due to slightly acidic 
content of condensate, HHL 
recommend that only plastic 
piping is used for the disposal of 
condensate from boiler. 
 
The Piping must fall to the drain 
f r o m  t h e  l a s t  b o i l e r , 
recommended 30mm / m run 
 






