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Technical sheet



Description Straight

MaterialMaterial Carbon steel

Pipes - mmPipes - mm 20x20x1

Collectors - mmCollectors - mm  30x30x1,5

Wall fixingsWall fixings 3

Max temperatureMax temperature 75 °C

PaintPaint Epoxypolyester powder

PackagingPackaging Cardboard box, cardboard and styrofoam protections

Protection rateProtection rate IP64

Electrical insulationElectrical insulation Class 1

Power sourcePower source 230V - 50Hz230V - 50Hz

Heating element protection systemHeating element protection system Overtemperature cut-out / ThermalfuseOvertemperature cut-out / Thermalfuse

WireWire Straight with shuko plug. Approx. length 1000 mm ca.Straight with shuko plug. Approx. length 1000 mm ca.

Standard equipmentStandard equipment 1 kit wall fixing brackets1 kit wall fixing brackets
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Anthracite VOV12  - straight
Code Height

mm
Width
mm

Weight
kg

Heating element
watt

Heating element
kcal/h

Heating element
btu

Overtemperature
 °C

Thermalfuse
 °C

388138388138 690 500 8,8 300 258 1024 90 152

388139388139 1110 500 13,5 500 430 1706 90 152

Chrome - straight
Code Height

mm
Width
mm

Weight
kg

Heating element
watt

Heating element
kcal/h

Heating element
btu

Overtemperature
 °C

Thermalfuse
 °C

388136388136 690 500 8,8 200 172 683 80 152

388137388137 1110 500 13,5 300 258 1024 90 152


